
Name: Basic FORESTIER SM901N
+EP167+VM85M+H867 Code: FB1134 FB11 FACE SHIELDS

Description

Combined head, face and hearing protection composed of: polypropylene 
helmet with four-point polyethylene internal harness, easily adjustable, 
helmet adapter, metal mesh visor and
ear muffs SNR 24,5 dB.

Hertz frequency: H Attenuation = 27.4
Hertz frequency: M Attenuation = 22.2
Hertz frequency: L Attenuation = 14
Freq.(Hz)/Attenuation Med./Dev. standard/Value APV: 63/13.8/6.2/7.6;
Freq.(Hz)/Attenuation Med./Dev. standard/Value APV: 125/11.1/3.1/7.9;
Freq.(Hz)/Attenuation Med./Dev. standard/Value APV: 250/16.9/5.6/11.3;
Freq.(Hz)/Attenuation Med./Dev. standard/Value APV: 500/26.7/5.3/21.4;
Freq.(Hz)/Attenuation Med./Dev. standard/Value APV: 
1000/32.2/5.1/27.1;
Freq.(Hz)/Attenuation Med./Dev. standard/Value APV: 2000/31/4/26.9;
Freq.(Hz)/Attenuation Med./Dev. standard/Value APV: 4000/31/4.6/26.4;
Freq.(Hz)/Attenuation Med./Dev. standard/Value APV: 
8000/33.5/3.6/29.9.

The product has been designed and manufactured to comply with 
Regulation(EU) 2016/425 and subsequent amendments.

Category Colours Available Sizes

 III In stock: U

Quantity/Carton EC Standards Important Information

12

EN 1731

EN 397

EN 352-3

Dexterity Storage and cleaning
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